2. ENTRY CATEGORIES 2016
1 Locomotives:
Steam, diesel, electric, etc. (Entries in this category will gain additional points if able to run under their
own power as defined in 3.7) Entrants are advised to make use of the test track prior to entering.
2 Self-propelled:
Railcars, multiple-units, trams, etc. (Entries in this category will gain additional points if able to run
under their own power as defined in 3.7) Entrants are advised to make use of the test track prior to
entering.
3 Passenger rolling stock:
Includes passenger, dining, sleeping, postal, power/heating and crew cars etc.
2.4 Brake vans.
Brake van, caboose, guards van, etc.
2.5 Freight rolling stock:
All freight vehicles in revenue service.
2.6 Non Revenue Rolling Stock:
Non Revenue Rolling Stock includes passenger cars, brake vans, freight vehicles and others which
have been converted for other purposes.
2.7 Trains:
Any train consisting of at least one power unit and a minimum of two trailing vehicles and no longer
than one metre.
2.8 Railway plant and equipment:
Rail cranes, jiggers, ballast tampers, snow ploughs, hi-rail, etc. add
2.9 Permanent Way:
Trackwork, points, crossings, slips, turntables, signals, level crossings, lighting
towers, etc. remove – technically not PW should be considered a structure
2.10 Lineside vehicles:
Road vehicles pertaining to railways: - the likes of lorries, earthmoving, containerhandling, or farm machinery; horse-drawn vehicles, mobile cranes, flat-decks, local
buses, motorcars, cycles, motorcycles, etc.
2.11 Bridges and Viaducts:
Only incidental scenery permitted. (Note: Any scenery must be of a secondary and incidental nature and will not be
considered as a part of the entry.)

2.12 Structures:
Other than, bridges and viaducts, pertaining to railways. Only incidental scenery
permitted. (Note: Any scenery must be of a secondary and incidental nature and will not be considered as a part of the
entry.)

2.13 Scenes:
Composite models forming a scene or diorama.
2.14 Micro Scenes:
Composite models forming a micro scene under 75 x 75mm footprint.

